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�Abstract – One-dimensional fiber-bundle arrays may prove 
useful in a number of radiation sensing applications where 
radiation detection over large areas is needed.  Tests have been 
performed to evaluate the light generation and transmission 
characteristics of 15-meter long, 10-fiber bundles of BCF-10, 
BCF-12, and BCF-20 scintillating fibers (Saint Gobain) exposed 
to collimated gamma-ray sources.  The test set-up used one 
R9800 (Hamamatsu) photomultiplier tube (PMT) at each end, 
with a high-speed waveform digitizer to collect data.  Time 
constraints were imposed on the waveform data to perform time-
of-flight analysis of the events in the fiber bundles, eliminating 
spurious noise pulses in the high gain PMTs and also allowing 1-
dimensional localization of interactions along the lengths of the 
fiber bundles.  This paper will present the results of these 
measurements including the attenuation coefficients of the three 
fiber types and the timing resolution (position uncertainty) 
possible for each fiber bundle when using the R9800 PMTs. 
 

I. INTRODUCTION 
ong, small-diameter scintillating fiber bundle (SFB) 
assemblies are under investigation at Idaho National 

Laboratory (INL) with the goal of developing one-
dimensional (1-D) linear sensors that may be used for 
monitoring and characterizing ionizing radiation fields over 
long distances or over large areas.  There are several needs for 
low-technology, distributed sensor networks that are capable 
of monitoring radiation fields including radiation health 
physics, system monitoring at large facilities (nuclear reactors, 
nuclear material processing facilities, high-energy particle 
accelerators, hospitals, etc.), and nuclear security and 
nonproliferation applications.  Traditional approaches involve 
the emplacement of discrete instrumentation at closely-spaced 
intervals; continuous sensors have the ability to eliminate gaps 
or weak-spots in between such sensors modules, while at the 
same time reducing support infrastructure requirements 
including installed equipment mounting and power 
consumption.  This paper presents an overview of prior 
research in this area and then presents the results of recent 
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studies performed to assess the performance of three different 
candidate SFB materials. 

II. BACKGROUND INFORMATION 

 Early work using SFB assemblies for radiation detection 
and measurement primarily dealt with using thousands of 
short length (~10-cm long) scintillating fibers, such as NE-
103, bundled together to create a single sensor unit, usually in 
the form of a right cylinder using plastic fibers embedded in a 
plastic matrix.[1,2]  This form factor, originally developed for 
space research, was found useful as a tool for providing a 
directionally sensitive neutron probe and was later expanded 
and improved upon for terrestrial survey applications.  Later, 
other researchers continued these efforts and subsequently 
developed several other scintillating fiber detectors for 
measuring neutrons in the same cylindrical form factor.[3-8]  
Overtime detector developers eventually began to use boron- 
or lithium-based fibers in some cases to increase the thermal 
neutron sensitivity of their instruments. 
 As the technology needed to manufacture longer length 
fiber optics was developed, interest in using longer length 
scintillating fibers as radiation instrumentation grew as well, 
along two different paths.  In one case researchers chose to 
use newly available long-length fibers to create neutron and 
gamma-ray detectors using ribbons, or "sheets" of fibers, 
making flexible ribbon detectors or large-area detector 
panels.[ 9,10]  In one case, for example, over 250 km of ~2 m 
long glass fibers were used to create a 5 m2 sensor panel.[11]  
Using scintillation fibers in large-area radiation 
instrumentation found particular traction within the 
community of physicists developing instruments for high-
energy particle accelerator facilities.[12-14]  They have also 
found application in health physics and homeland security 
applications. 
 In the second implementation, radiation detector developers 
sought to exploit the flexible, long-length scintillating fibers 
in the form of line detectors.  In some cases small-sized 
detectors on the order of one cm in length were spliced 
together with standard non-scintillating fibers and used as 
point detectors.  An application for these types of detectors is 
in the field of medical physics and radiation oncology, where 
thin diameter fibers are inserted into patients intravenously to 
measure the dose applied to patients during radiation 
therapy.[15-18]  In contrast with the applications presented 
above, here the goal was to measure photon radiation rather 
than neutron radiation.  In other cases long, thin fibers have 
been used as area photon radiation monitors for health physics 
protection in accelerator beam halls and at nuclear 
reactors.[19-23]  In particular, recent research described by 
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Nohtomi et al. provides a valuable starting point for 
considering the use of SFB detectors for nuclear security and 
nonproliferation  applications.[23] 

III. EQUIPMENT AND METHODS 
 Four SFB assemblies, each comprised of ten individual 
fibers, were assembled for this project using the commercial 
scintillating fibers BCF-10, BCF-12, and BCF-20 (Saint 
Gobain Crystals, Hiram, Ohio, USA).[24]  The vendor-
supplied technical specifications for these materials are 
presented in Table I.  BCF-10 fibers were used to make one 
2.2-m long SFB and one 14.85-m long SFB.  BCF-12 and 
BCF-20 were used to make one SFB each; the BCF-12 SFB 
was 15.18-m long and the BCF-20 SFB was 15.28-m long.  
The fibers within each SFB were loosely bunched together 
and packaged within a light-tight, flexible vinyl tubing.  The 
approximate outside diameters of these bundles is 0.5 cm.  
The ends of the SFBs were potted within a clear plastic matrix 
to create a larger diameter (1-cm) end fitting.  The fibers were 
polished by the vendor; an example of the end of one of the 
SFBs is shown in Fig. 1.  As a test to determine if further 
polishing was needed, the ends of the 2.2-m fiber were 
finished with a graded-approach, hand-sanding technique 
using 600-grit, 800-grit, and 1000-grit wet sand, and then a 
1200-grit diamond wheel.  After this, the ends of the SFBs 
were hand polished using a felt polishing wheel with iron-
oxide slurry.  Minimal improvement was observed.   
 

TABLE I IMPORTANT PARAMETERS FOR BCF-10, BCF-12, AND BCF-20.[24] 
 

Parameter BCF-10 BCF-12 BCF-20 

Core material Polystyrene (common for all three) 

Core refractive index 1.60 (common for all three) 

Density 1.05 (common for all three) 

Emission peak, nm 432 435 492 

Decay time, ns 2.7 3.2 2.7 

1/e length, m* 2.2 2.7 >3.5 

# of photons per MeV** ~8000 ~8000 ~8000 
 * For 1-mm diameter fiber; measured with a bialkali cathode 

photomultiplier tube(PMT). 
 ** For minimum ionizing particle (MIP), corrected for PMT sensitivity. 
 

 

Fig. 1  A magnified photo of one end of the BFC-10 SFB, showing 
orientation and optical polish. Note the air gap in the upper right due to epoxy 
wicking up into the fiber bundle, this does not affect operation.  For scale note 
that the fibers are 1 mm in diameter. 
 
 The specially-made end fittings of the SFBs were designed 
to allow them to be easily attached or detached from a pair of 
Hamamatsu R9800 photomultiplier tubes (PMTs) built as 
Hamamatsu H10580 PMT assemblies with matching end 
fixtures.  Technical specifications for the R9800 PMT, as 
provided by the vendor, are provided in Table II.  A 
comparison of the emission spectra for the three types of 
fibers, and the R9800 PMT quantum efficiency spectrum are 
shown together in Fig. 2.[24,25] 
 

TABLE II IMPORTANT PARAMETERS FOR THE R9800 PMT.[25] 
 

Parameter R9800 PMT 

Rise time, ns 1.0 

Transit time spread (full-width half 
maximum, FWHM), ns 

0.270 

Wavelength of maximum response, nm 420 

Gain 1.1 � 106 

Photocatode material Bialkali 

Window material Borosilicate glass 

Window effective diameter, cm 2.2 
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Fig. 2  The emission spectra for BCF-10, BCF-12, and BCF-20, together 

with the energy-dependent quantum efficiency for the R9800 PMT.[24,25] 
 
 The PMTs are housed within light-tight aluminum cases; 
these cases have threaded plastic fixtures in front of their 
photocathodes to hold and stabilize the end of a SFB.  To 
attach the end of a SFB to the PMT module a plastic 
compression fitting is placed over the end of the SFB, the SFB 
is inserted into a hole on the PMT housing to position the SFB 
in front of the PMT, and the compression fitting is screwed 
tight onto a threaded fitting on the PMT housing.  Each PMT 
assembly includes a transparent optical silicone pad for index 
matching between the SFB and PMT.   A photograph of the 
PMT assembly, showing attachment of an SFB, is presented in 
Fig. 3. 
 Measurements were performed by digitizing the output 
signals of the PMT’s using two channels of an Acquiris The BCF-10 SFB 
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DC282 high-speed digitizer (4Gs/s).  The DC282 was 
controlled by National Instruments LabView software. An 
application specific virtual instrument (VI) was developed 
using LabView that allowed the difference in arrival time of 
the signals between the two PMT’s to be recorded, triggering 
off of either PMT.  Slight timing errors occurred due to 
latency between the hardware and software derived triggers 
for each PMT input to the digitizer but these were <1% of the 
measured signal time differences. 
 

 
Fig. 3  A photograph of two PMT assemblies.  The assembly on the left has 

been connected to a SFB; the assembly on the right is staged for assembly. 
 
 Prior to performing the experiments described below, the 
PMT’s were optimized and gain matched.  This was done 
using the 2-m BCF-10 fiber with a collimated 60Co check 
source located in the middle of the SFB.  The signal 
amplitudes from the two PMTs were monitored and the high 
voltage (HV) setting for each PMT was adjusted until both 
units had approximately the same output amplitude.  The same 
procedure was implemented for the other SFBs as a system 
check but no further HV adjustments were necessary. 
 The experiments involved placing a gamma-ray check 
source, either an uncollimated 60Co disk source (3.8 mrem hr-1 
(38 �Sv hr-1) on contact, data collected for 1800 s) or a 
collimated 137Cs disk source (14 mrem hr-1 (140 �Sv hr-1) on 
contact, data collected for 900 s) adjacent to the SFBs at 
different locations.  The position of 0 meters corresponded to 
the front face of one of the PMTs (PMT1).  Time-difference 
measurements between the PMTs, made using the digitizer, 
were determined according to the equation �t = tPMT2 – tPMT1 
such that a pulse occurring closer to PMT1 (closer to position 
0 m) would register before the pulse reached PMT2.  Because 
of this, pulses in the half of the SFB closer to PMT1 (0 m) 
would register with a positive time difference while those 
occurring in the other half of the SFB (closer to PMT2) 
registered as negative time differences.  Pulses occurring close 
to the center of a SFB occurred near a time difference of zero. 

IV. EXPERIMENTS ANALYZING SFB PERFORMANCE 
 The primary attributes of interest when using a SFB as a 
linear detector are coincident pulse height amplitude (and 

attenuation versus path length) position linearity, position 
resolution, efficiency, and linearity versus rate.  The following 
subsections present the experimental results for tests studying 
these characteristics.  

A. Coincident Pulse Height Amplitude 
 A plot showing a pulse-height histogram for the Voltage 
signals from PMT2 using BCF-20 is presented Fig. 4.  This 
data corresponds only to signals measured in coincidence with 
a signal in PMT1, data is shown for the 60Co source at 1 ,3 ,5, 
7, 9, 11, and 13 m along the SFB.  A discriminator level of 10 
mV was used for noise rejection in the system.  The most 
intense measurement case corresponds to having the source at 
the center of the SFB.  With a long 1/e absorption length, 
BCF-20 showed the best signal-to-noise transmission towards 
the ends of the SFB.  However, the higher scintillation light 
yield for BCF-10 showed a better signal-to-noise 
characteristic towards the center of the SFB. 
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Fig. 4  Plot of the pulse-height histogram for waveforms from PMT2, when 

a coincident pulse is measured in the PMT1, for BCF-20 over a 1800 s period 
using a 60Co source at 1, 3, 5, 7, 9, 11, and 13 m. 
 

B. Position Linearity 
 Using the collimated 137Cs source, signal time differences 
were recorded for 900 s using the three SFBs at five different 
locations along the length of each SFB.  For BCF-10 these 
locations were 0.11, 4.73, 7.42 (the middle), 11.14, and 14.74 
m.  For BCF-12 and BCF-20, the second measurement 
position was 3.69 m instead of 4.73 m and the 7.42 m location 
was replaced with the middle of that fiber.  Plots of the time 
difference for signals measured during these fifteen 
measurements are presented in Fig. 6.  The relationship 
between locations along the SFB and signal time differences is 
clearly illustrated in these plots.  The centroid position for 
each measurement has been plotted versus time difference in 
Fig. 6; the relationship is linear over the ~15-m length of these 
three SFBs.  For this setup the relationship between position 
and time yields conversion relations (speed of light in the 
fibers) of 17.0 ± 1.6 cm ns-1 for BCF-10, 16.8 ± 1.6 cm ns-1 
for BCF-12, and 17.0 ± 1.6 cm ns-1 for BCF-20.  This should 
be compared with the ideal speed of light in these plastics, 
determined using the index of refraction n = 1.60 from Table I 
and the equation v = c/n, of v = 18.8 cm ns-1.  The origin for 
the small difference between experiment and theory stems 
from several factors including nuances of the PMT and 
preamplifer responses, and the software tools used within the 
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digitizer and the LabView VI to pick-off signal times.  
Scattering and reflection as the light transits down the length 
of the SFB also plays a role.[26] 
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Fig. 5  These three plots show the timing resolution for measuring events in 

each SFB using a well-collimated 137Cs source.  (Note: For the BCF-12 and 
BCF-20 SFBs, the second measurements taken from zero (nominal 4.73 m for 
BCF-10, red trace) were taken at 3.69 m.) 
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Fig. 6  Plot showing the relationship between time and position for BCF-

10, BCF-12, and BCF-20. 
 

C. Position Resolution 
 The spatial resolution for these measurements is evident as 
the full-width half-maximum of the time differences for the 
individual measurements seen in Fig. 5.  This information is 
presented in Table III.  Additionally, these time difference 
values have been converted to distance, using the conversion 

factor of 8.5 cm ns-1 from Fig. 6.  Overall the spatial 
resolution across the 15-m long SFBs is between 50-60 cm.  
The spatial resolution is slightly better towards the ends than 
in the middle, most likely due to the reduced effect light 
scattering has on the signal reaching the nearer PMT versus 
the farther PMT (this can be seen in the plots of Fig. 5 where 
the time plots near the ends of the SFBs becomes more 
asymmetric, with the inner edges of these distributions 
looking more like 'pure' Gaussian distributions.)  The absolute 
signal intensity from the BCF-10 SBF was significantly larger 
than for the other two (next section.)  This leads to a better 
signal-to-noise characteristic for these SFBs, which is likely 
the reason why the spatial resolution for BCF-10 is the best of 
the three. 
 
TABLE III TEMPORAL AND SPATIAL RESOLUTION OF THE  BCF-10, BCF-12, 

AND BCF-20 SCINTILLATING FIBER BUNDLES.[24] 
 

 Resolving time (FWHM), ns (± 0.5 ns) 

SFB 0.11 m 3.82 m 7.64 m 11.46 m 15.17 m 

BCF-10 6.1 6.2 6.3 6.2 6.2 

BCF-12 6.0 6.7 6.9 6.7 6.1 

BCF-20 6.2 7.5 7.8 7.5 6.6 

 Spatial resolution (FWHM), cm (± 4.2 cm) 

SFB 0.11 m 3.82 m 7.64 m 11.46 m 15.17 m 

BCF-10 51.7 52.6 53.4 52.6 52.6 

BCF-12 50.9 56.8 58.5 56.8 51.7 

BCF-20 52.6 63.6 66.1 63.6 56.0 
 

D. Efficiency 
 The measurement efficiency for the three SFBs was 
determined from the fifteen measurements of Fig. 5 using the 
collimated 137Cs; this information is presented in Fig. 7.  The 
SFBs are most sensitive in their middles, where the signal-to-
noise characteristics in the PMTs are balanced.  As the source 
is moved towards the ends it becomes more likely that, for any 
particular event, the signal reaching the far PMT will either be 
too noisy (failing the pulse-shape analysis in the LabView VI 
algorithm) or too weak (falling below the trigger level of the 
count discriminator).  As presented above, the BCF-10 SFB is 
the most sensitive of the three tested, having a maximum 
efficiency of 26.9 counts s-1 per mrem hr-1 (2.69 counts s-1 per 
�Sv hr-1.)  The maximum efficiency for BCF-12 is 10.6 counts 
s-1 per mrem hr-1 (1.06 counts s-1 per �Sv hr-1.)    The 
maximum efficiency for BCF-20 is 13.9 counts s-1 per mrem 
hr-1 (1.39 counts s-1 per �Sv hr-1.)  The relative efficiency of 
each SFB is also presented in Fig. 7.  The trend of efficiency 
versus position along the SFB is consistent among all three 
sensors.  It is worth noting here that the absolute efficiency 
likely scales with the number of fibers in the SFB, 
considerably more fibers could be included in a single SFB.  
However, this scaling may not be linear.  It is possible that the 
total SFB efficiency may be more than the  sum of the 
efficiency per fiber as Compton-scattered electrons generated 
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in one fiber (leading to a scintillation in that fiber) have a 
chance to interact in nearby fibers as well.  This relationship 
awaits further study. 
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Fig. 7  The top plot shows the measured count rate, and the computed 

efficiency, for the three SFBs measuring a 10 mrem hr-1 137Cs source.  The 
lower plot shows the position-dependent relative efficiency, with each SFB 
normalized to its maximum count rate. 
 

E. Linearity Versus Rate 
 A separate test was performed to examine the linearity in 
response for BCF-10 versus dose rate.  This test used the 137Cs 
check source.  The test started by resting the center of the SFB 
against the check source to achieve the maximum dose rate, 
14 mrem hr-1 (1.4 mSv hr-1.)  Tungsten plates were then 
placed around the check source to separate the distance 
between the source and SFB – decreasing the dose rate at the 
SFB.  The maximum stand-off depth for the check source 
from the SFB was 6.7 cm, producing a dose rate of 1.2 mrem 
hr-1 (0.12 mSv hr-1.)  Measurements were made at seven 
different positions; the results are shown in Fig. 8.  An 
acceptable (R2 = 0.9965) linear fit has been applied to the < 7 
mrem hr-1 data in the plot.  However, it appears that for the 
bare case, and the case with minimal collimation (7 mm, 10 
mrem hr-1 (0.10 mSv hr-1,) a greater section of the SFB was 
exposed to the source (e.g., this collimation was not effective 
in exposing a uniform section of SFB).  In this non-ideal case, 
however, the BCF-10 SFB appears to provide a conservative 
estimate of dose field in terms of radiological health 
protection.  A measurement made using the 60Co source is also 
presented on this plot. 
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Fig. 8  Test of the linearity of the BCF-10 SFB, measured at the center of 

the SFB, for varying 137Cs dose rates from 1.2 mrem hr-1 to 14 mrem hr-1.  
Also shown here is the BCF-10 SFB response to a 3.8 mrem hr-1 60Co source. 

V. SUMMARY 
 SFB linear detector sensors can effectively detect low-level 
gamma-ray radiation fields over long distances in a 
continuous fashion.  The response is exceptionally linear over 
a range of >15 m and they exhibit a spatial resolution of 0.5 to 
0.6 m, depending upon fiber type and position along the fiber.  
Their efficiency has been measured to be from 3.3 counts s-1 
per mrem hr-1 to 26.9 counts s-1 per mrem hr-1 (0.33 counts s-1 
per �Sv hr-1 to 2.69 counts s-1 per �Sv hr-1) depending upon 
fiber type and location along the SFB.  BCF-10 is the most 
efficient of the three fiber-types studied, while BCF-12 is the 
least efficient.  With the best spatial resolution as well, BCF-
10 appears to be the best candidate fiber, of the three studied, 
for use in sensor arrays of length ~15m or less.  However, 
with the longest 1/e length, the BCF-20 fiber type may be a 
better choice for longer length sensors.  Further, the 
performance from a BCF-20 SFB could likely be improved by 
choosing a different PMT with a spectral response more 
closely matched to the longer-wavelength output spectrum of 
this fiber. 
 Further work is needed to improve the data acquisition 
electronics used for this work, in particular to lower the signal 
noise and improve the signal-to-noise relationships and allow 
lowering of the lower level discrimination in the trigger logic.  
Further work is also justified for studying, with improved data 
acquisition, the limits for how long a SFB is practical for these 
measurements.  Lastly, it should be noted that the efficiency 
of the SFB-type sensors used here can be easily improved by 
including more fibers in the SFB assemblies. 
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